EGON

Pramyslové vykonné LED muLTI DIP switch svitidlo s vysokou

razovou odolnosti.

Yt

Zakladna material: PC - polykarbonat

Difuzor material: PC - polykarbonat
Zivotnost LED: L80B20 - 50 000 h
Distribuce svétla: pfima

LED moduly,
nestmivatelny napaje¢ ON/OFF

Elektro vybaveni:

Trida ochrany IEC: I
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Instalace: prisazena,zavésna 5 ot c E
Barva povrchu: bilé 50-60Hz Garance DIP
Teplota chromaticnosti:  4000K

1510 77 75
EGON
2x vyvodka M20, 1x otvor, 3 polova svorkovnice, zavésné hacky w Im ImIW kg mm ONIOFF
EGON 1.4ft PCc 2600/840 17 2300 1356 12 1210 7002200
EGON 1.4ft PCc 3200/840 22 2850 130 12 1210 7003200
EGON 1.4ft PCc 4400/840 28 3500 1256 12 1210 7004200
EGON 1.4ft PCc 6400/840 @ 4v1 34 4100 121 12 1210 7005200
EGON 1.5ft PCc 4000/840 25 3500 140 12 1510 7006200
EGON 1.5ft PCc 5500/840 33 4300 130 12 1510 7007200
EGON 1.5ft PCc 6500/840 42 5250 125 12 1510 7008200
EGON 1.5ft PCc 8000/840 [E3] 4y1 50 6000 120 12 1510 7009200

DIP

ONIOFF | Zakladni provedeni vypnout/zapnout  EM1 | Z&lozni zdroj pro nouzové osvétleni, operacni ¢as 1hodina

od —20°C
do +40°C

1

220-240V

EM1
7002203
7003203
7004203
7005203
7006203
7007203
7008203
7009203



MOZNOST NASTAVENI CTYR UROVNI SVETELNEHO TOKU POMOCI DIPOVATELNEHO DRIVERU

DIP swiTcH

EGON 1.4ft PCc 6400/840 EGON 1.5ft PCc 8000/840
Typ svitidla W Im 4v1 PIN1 PIN2 Typ svitidla W Im 4v1 PIN1 PIN2
6400 34 4100 LED DRIVER (DIP swiTcH) ON ON 8000 50 6000 LED DRIVER (DIP swiTCH) ON ON
4400 28 3500 LED DRIVER (DIP swiTCH) ON | OFF 6500 42 | 5250 LED DRIVER (DIP swiTCH) ON | OFF
3200 22 2850 LED DRIVER (DIP swiTCH) OFF  ON 5500 33 | 4300 LED DRIVER (DIP swiTCH) OFF = ON
2600 17 | 2300 LED DRIVER (DIP swiTCH) OFF  OFF 4000 25 3500 LED DRIVER (DIP swiTCH) OFF | OFF
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