SOFR-L

Interiérové prisazené svitidlo s opalovym krytem.

OSRAM driver
inventronics

zaruka kvality
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Zéakladna material: kov INTERIER KANCELARE SKOLY OBCHODY
Difuzor material: PMMA
.. — 50000h b
Zivotnost LED: L90/B10 - 50 000 h LED H -
o y .. ONJOFF DALI B10 IP50
Distribuce svetla: prima
” 4000K I
Elektro vybaveni: LED moduly,
. . - - a N EM1
nestmivatelny napajec ON/OFF, edimz 04C ccT CRI80+
stmivatelny napajec¢ DALI
Trida ochrany IEC: I KEH V\/V\ 5Iet c €
. ., 2,5 mm? 220-240V 50-60Hz Garance
Instalace: prisazena, zavésna
Barva povrchu: bila
Teplota chromati¢nosti: 4000K
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SOFR-L1205

w Im ImIW kg mm ONIOFF DALI EM1 EM3

SOFR-L1205 3500/840 OP 22 3221 148 18 1205 2013200 2013210 2013203 2013204
SOFR-L1205 4500/840 OP 28 3982 145 18 1205 2014200 2014210 2014203 2014204
SOFR-L1205 5500/840 OP 33 4689 143 18 1205 2015200 2015210 2015203 2015204
SOFR-L1205 6500/840 OP @ avi 38 5373 142 18 1205 2016200 2016210 2016203 2016204
SOFR-L1205 7500/840 OP 39 5939 153 18 1205 2017200 2017210 2017203 2017204
SOFR-L1205 8500/840 OP 49 7149 145 18 1205 2018200 2018210 2018203 2018204
SOFR-L1205 9500/840 OP 59 8365 143 18 1205 2019200 2019210 2019203 2019204
SOFR-L1205 10500/840 OP [E3] 4y1 66 9347 142 18 1205 2020200 2020210 2020203 2020204

ONIOFF | Zakladni provedeni vypnout/zapnout

nouzové osvétleni, operacni ¢as 3 hodiny

DALI | Digitalné stmivatelné provedeni

EM1 | Zalozni zdroj pro nouzové osvétleni, operacni ¢as 1hodina

DIP

EM1+
DALI
2013213
2014213
2015213
2016213
2017213
2018213
2019213
2020213

DIP

EMS3 +
DALI
2013214
2014214
2015214
2016214
2017214
2018214
2019214
2020214

EM3 | Zalozni zdroj pro



SOFR-L605

w Im  Im/IW kg mm ONI/OFF DALI
SOFR-L605 1700/840 OP 1 1593 145 11 605 2001200 2001210
SOFR-L605 2400/840 OP 15 2133 142 11 605 2002200 2002210
SOFR-L605 3100/840 OP 20 2842 142 11 605 2003200 2003210
SOFR-L605 3800/840 OP 25 3553 142 11 605 2004200 2004210
SOFR-L605 4600/840 OP 30 4241 141 11 605 2005200 2005210
SOFR-L605 5400/840 OP 'ﬁ' 6v1 35 4949 141 11 605 2006200 2006210
MOZNOST NASTAVENI CTYR UROVNI SVETELNEHO TOKU POMOCI DIPOVATELNEHO DRIVERU PG @
SOFR-L1205 6500/840 OP SOFR-L1205 10500/840 OP
Typ svitidla W Im 4v1 PIN1 PIN2 Typ svitidla W Im 4v1 PIN1 PIN2
6500 38 5373 OSRAMIT-FIT 40 (DIP swiTcH) ON ON 10500 66 9347 OSRAMIT-FIT60 (DIPswitcH) ON ON
5500 33 | 4689 OSRAM IT-FIT 40 (DIP swiTCH) ON | OFF 9500 59 8365 OSRAM IT-FIT 60 (DIP swiTCH) ON | OFF
4500 28 3982 OSRAM IT-FIT 40 (DIP swiTCH) OFF  ON 8500 49 | 7149 OSRAM IT-FIT 60 (DIP swiTCH) OFF ' ON
3500 22 3221 OSRAM IT-FIT 40 (DIP swiTCH) OFF | OFF 7500 39 5939 OSRAM IT-FIT 60 (DIP swiTCH) OFF | OFF

MOZNOST NASTAVENI CTYR UROVNI SVETELNEHO TOKU POMOCI DIPOVATELNEHO DRIVERU DIP swiTcH @
SOFR-L605 5400/840 OP
Typ svitidla w Im 6vi1 PIN1 PIN2 PIN3
5400 35 4949 OSRAM OT-FIT 40 (DIP swiTCH) ON ON ON
4600 30 4241 OSRAM OT-FIT 40 (DIP swiTCH) ON OFF ON
3800 25 3553 OSRAM OT-FIT 40 (DIP swITCH) OFF OFF ON
3100 20 2842 OSRAM OT-FIT 40 (DIP swiTCH) ON ON OFF
2400 15 2133 OSRAM OT-FIT 40 (DIP swiITCH) ON OFF OFF
1700 1 1593 OSRAM OT-FIT 40 (DIP swiTCH) OFF OFF OFF

PRISLUSENSTVi - VOLITELNE

Zaveésné oko - na vyzadani
Sada:
- 2ks zavésné oko

I~
- 2ks tésnéni \A, o O Q1

- 2ks matka

1205 mm

605 mm




