RLINE-P DI

Interiérové kruhové, prisazené svitidlo s opalovym

krytem

Zéakladna material: hlinik
Difuzor material:

Zivotnost LED:

opalovy - PMMA
L80/B10 - 100 000 h

INTERIER KANCELARE SKOLY OBCHODY CEKARNY

DIVADLA KONFERENCNi MISTNOSTI

100000h

Distribuce svétla: prima /\m'"
, LED H [w
Elektro vybaveni: LED moduly, DALI ONJ/OFF B0
nestmivatelny napaje¢ ON/OFF
stmivatelny napajec¢ DALI @ iOOOK] 2000'(|
. od =15 °C
Trida ochrany IEC: I do +40°C cer cer
Instalace: pfisazena —y
W [ H [ HACCP' c €
Barva povrchu: bila @ cerna @ Seda
Teplota chromaticnosti:  4000K, 3000K
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RLINE-P DI OP GREY
4000K, seda w Im  ImIW kg mm mm mm
RLINE-P1/DI 640 6500/840 OP GREY 38 4745 125 34 640 68 60
RLINE-P1/DI 820 8500/840 OP GREY 50 6325 127 43 820 68 60
RLINE-P1/DI 1000 10500/840 OP GREY 63 7900 126 52 1000 68 60
RLINE-P DI OP WHITE
4000K, bila w Im  ImIW kg mm mm mm
RLINE-P1/DI 640 6500/840 OP WHITE 38 4745 1256 34 640 68 60
RLINE-P1/DI 820 8500/840 OP WHITE 50 6325 127 43 820 68 60
RLINE-P1/DI 1000 10500/840 OP WHITE 63 7900 126 52 1000 68 60

ONIOFF | Zakladni provedeni vypnout/zapnout  DALI | Digitalné stmivatelné provedeni

RECEPCE

5 b

IPA0 220200

A 5 let

CRI 80+ Garance

ONIOFF
2487220
2488220
2489220

ONIOFF
2487210
2488210
2489210

2,5 mm?

W

50-60Hz

DALI
2488225
2489225

DALI

2488215
2489215



RLINE-P DI OP BLACK
4000K, ¢erna

RLINE-P1/DI 640 6500/840 OP BLACK
RLINE-P1/DI 820 8500/840 OP BLACK
RLINE-P1/DI 1000 10500/840 OP BLACK

RLINE-P DI OP RAL
4000K, dle vzorniku RAL

RLINE-P1/DI 640 6500/840 OP RAL
RLINE-P1/DI 820 8500/840 OP RAL
RLINE-P1/DI 1000 10500/840 OP RAL

ONIOFF | Zakladni provedeni vypnout/zapnout

RLINE-P DI OP GREY
3000K, $eda

RLINE-P1/DI 640 6500/830 OP GREY
RLINE-P1/DI 820 8500/830 OP GREY
RLINE-P1/DI 1000 10500/830 OP GREY

RLINE-P DI OP WHITE
3000K, bila

RLINE-P1/DI 640 6500/830 OP WHITE
RLINE-P1/DI 820 8500/830 OP WHITE
RLINE-P1/DI 1000 10500/830 OP WHITE

RLINE-P DI OP BLACK
3000K, cerna

RLINE-P1/DI 640 6500/830 OP BLACK
RLINE-P1/DI 820 8500/830 OP BLACK
RLINE-P1/DI 1000 10500/830 OP BLACK

RLINE-P DI OP RAL
3000K, dle vzorniku RAL

RLINE-P1/DI 640 6500/830 OP RAL
RLINE-P1/DI 820 8500/830 OP RAL
RLINE-P1/DI 1000 10500/830 OP RAL

ONIOFF | Zakladni provedeni vypnoutizapnout
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BAREVNE VARIANTY DLE VZORNIKU RAL

VELIKOSTI SVITIDEL RLINE-P

RLINE-P

RLINE-P DI
R640/ R820 / R1000




