ARENA-Y

Primyslové vestavné vysoce vykonné svitidlo s

vysokou odolnosti proti narazu, vhodné pro ¢erpaci

stanice.

Zéakladna material:
Tésnéni:

Difuzor material:

hlinik
silikon

PC - polykarbonat

CERPACI STANICE

SKLADOVACI HALY DILNY GARAZE

Zivotnost LED: L90/B10 - 50 000 h - S0000N & b n=|
LED L90 o
Distribuce svétla: piimé ONIOFF DAL 8o] IP65 [IKO8 g2
Elektro vybaveni: LED moduly, 4000K c\
nestmivatelny napajec ON/OFF, [ | \ c €
, , . CCT CRI 80+ 2,5 mm? 220-240V
stmivatelny napajec DALI
Trida ochrany IEC: | 5
let
Instalace: vestavna 50-60Hz  Garance
Barva povrchu: bila
Teplota chromaticnosti:  4000K
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ARENA-Y optic 30x70° w Im  ImIW kg4 mm mm ONIOFF DALI
ARENA-Y 2.1ft 10500/840 optic 30x70 59 9811 166 4 370 51 8722251 8722261
ARENA-Y 2.1ft 12500/840 optic 30x70 70 11589 166 4 370 51 8723251 8723261
ARENA-Y 2.1ft 14500/840 optic 30x70 83 13341 161 4 370 51 8724251 8724261




ARENA-V optic 40°
ARENA-Y 2.1ft 10500/840 optic 40

ARENA-Y 2.1ft 12500/840 optic 40
ARENA-Y 2.1ft 14500/840 optic 40

ARENA-V optic 60°
ARENA-Y 2.1ft 10500/840 optic 60

ARENA-Y 2.1ft 12500/840 optic 60
ARENA-Y 2.1ft 14500/840 optic 60

ARENA-V optic 75°
ARENA-Y 21ft 10500/840 optic 75

ARENA-Y 2.1ft  12500/840 optic 75
ARENA-Y 2.1ft  14500/840 optic 75

ARENA-V optic 90°
ARENA-Y 2.1ft  10500/840 optic 90

ARENA-Y 2.1ft  12500/840 optic 90
ARENA-Y 2.1ft  14500/840 optic 90

ARENA-V optic 120°
ARENA-Y 2.1ft 10500/840 optic 120

ARENA-Y 2.1ft 12500/840 optic 120
ARENA-Y 2.1ft  14500/840 optic 120

ONIOFF | Zakladni provedeni vypnout/zapnout

ZAKAZKOVE PROVEDENI

830

na vyzadani Ize dodat
provedeni s teplotou
chromati¢nosti 3000K.
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DALI | Digitélné stmivatelné provedeni
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| Tolerance svételného toku a pfikonu svitidel +7,5%

VESTAVNA MONTAZ




