PUBLIC

Venkovni svitidlo pro osvétleni komunikaci

Zéakladna material:
Difuzor material:

Zivotnost LED:

slitina hliniku
tvrzené bezpecénostni sklo

L90/B10 - 100 000 h

KOMUNIKACE PARKOVACi PLOCHY
VENKOVNi PROSTRANSTVI

SPORTOVISTE

FASADY

n=

IKO9

od —40°C
do +40°C

220-240V

= ®

50-60Hz

Distribuce svétla: fima | I00000h) s
P LED E L90 o b
Elektro vybaveni: LED &ipy ONIOFF  DALI B10 IP66
napaje¢ ONJOFF nebo DALI ~ =
: 2 3000K  4000K  2700K { ,
svorkovnice 3x1x2,5mm o T = y = : \
Trida ochrany IEC: | ccT ccT ccT CRI70+  CRI70+
Instalace: na stozar nebo vyloznik 60mm 5 EEB N
ek &K e
naklon £15 Garance 2,5 mm? RoHS
Barva povrchu: seda (RAL 7035)
Teplota chromaticnosti: 2700K,3000K,4000K
| |I
i L w H
559 216 93
PUBLIC optic LS1
3000K w Im  Im/IW kg mm mm  mm ONIOFF DALI
PUBLIC 2800/730 optic LS1 18 2761 153 38 559 216 93 6001101 6001121
PUBLIC 3300/730 optic LS1 22 3258 149 38 559 216 93 6002101 6002121
PUBLIC 3800/730 optic LS1 26 3771 148 38 559 216 93 6003101 6003121
PUBLIC 43001730 optic LS1 29 4227 144 38 559 216 93 6004101 6004121
PUBLIC 4800/730 optic LS1 33 4710 143 38 559 216 93 6005101 6005121
PUBLIC 5500/730 optic LS1 39 5356 138 38 559 216 93 6006101 6006121
PUBLIC 57001730 optic LS1 35 5521 156 38 559 216 93 6007101 6007121
PUBLIC 67001730 optic LS1 43 6517 152 38 559 216 93 6008101 6008121
PUBLIC 8600/730 optic LS1 51 7542 149 38 559 216 93 6009101 6009121
PUBLIC 96001730 optic LS1 58 8453 146 38 559 216 93 6010101 6010121
PUBLIC 10000/730 optic LS1 65 9419 145 38 559 216 93 6011101 6011121
PUBLIC 11300/730 optic LS1 78 10712 137 38 559 216 93 6012101 6012121

ONIOFF | Zakladni provedeni vypnout/zapnout

DALI| Digitalné stmivatelné provedeni




PUBLIC optic LS2
3000K

PUBLIC 2800/730 optic LS2

PUBLIC 3300/730 optic LS2

PUBLIC 3800/730 optic LS2

PUBLIC 4300/730 optic LS2

PUBLIC 4800/730 optic LS2

PUBLIC 5500/730 optic LS2

PUBLIC 5700/730 optic LS2

PUBLIC 6700/730 optic LS2

PUBLIC 8600/730 optic LS2

PUBLIC 9600/730 optic LS2

PUBLIC 10000/730 optic LS2
PUBLIC 11300/730 optic LS2

PUBLIC optic SS1
3000K

PUBLIC 2800/730 optic SS1
PUBLIC 3300/730 optic SS1
PUBLIC 3800/730 optic SS1
PUBLIC 43001730 optic SS1
PUBLIC 4800/730 optic SS1
PUBLIC 5500/730 optic SS1
PUBLIC 5700/730 optic SS1
PUBLIC 67001730 optic SS1
PUBLIC 8600/730 optic SS1
PUBLIC 9600/730 optic SS1
PUBLIC 10000/730 optic SS1
PUBLIC 11300/730 optic SS1

PUBLIC optic SS2
3000K

PUBLIC 2800/730 optic SS2

PUBLIC 3300/730 optic SS2

PUBLIC 3800/730 optic SS2

PUBLIC 4300/730 optic SS2

PUBLIC 4800/730 optic SS2

PUBLIC 5500/730 optic SS2

PUBLIC 5700/730 optic SS2

PUBLIC 6700/730 optic SS2

PUBLIC 8600/730 optic SS2

PUBLIC 9600/730 optic SS2

PUBLIC 10000/730 optic SS2
PUBLIC 11300/730 optic SS2

PUBLIC optic PR
3000K

PUBLIC 2800/730 optic PR

PUBLIC 3300/730 optic PR

PUBLIC 3800/730 optic PR

PUBLIC 4300/730 optic PR

PUBLIC 4800/730 optic PR

PUBLIC 5500/730 optic PR

PUBLIC 5700/730 optic PR

PUBLIC 6700/730 optic PR

PUBLIC 8600/730 optic PR

PUBLIC 9600/730 optic PR

PUBLIC 10000/730 optic PR
PUBLIC 11300/730 optic PR

ONIOFF | Zakladni provedeni vypnoutizapnout
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PUBLIC optic PL

3000K w Im  ImIW
PUBLIC 2800/730 optic PL 18 2792 154
PUBLIC 3300/730 optic PL 22 3296 151
PUBLIC 3800/730 optic PL 26 3815 150
PUBLIC 4300/730 optic PL 29 4275 146
PUBLIC 4800/730 optic PL 33 4764 145
PUBLIC 5500/730 optic PL 39 5418 140
PUBLIC 5700/730 optic PL 35 5584 158
PUBLIC 6700/730 optic PL 43 6592 154
PUBLIC 8600/730 optic PL 51 7629 151
PUBLIC 9600/730 optic PL 58 8550 147
PUBLIC 10000/730 optic PL 65 9527 146
PUBLIC 11300/730 optic PL 78 10835 138

PUBLIC optic AS1

3000K w Im  Im/IW
PUBLIC 2800/730 optic AS1 18 2665 147
PUBLIC 3300/730 optic AS1 22 3146 144
PUBLIC 3800/730 optic AS1 26 3641 143
PUBLIC 4300/730 optic AS1 29 4081 139
PUBLIC 4800/730 optic AS1 33 4547 138
PUBLIC 5500/730 optic AST1 39 5171 134
PUBLIC 5700/730 optic AS1 35 5331 151
PUBLIC 6700/730 optic AS1 43 6292 147
PUBLIC 8600/730 optic AST1 51 7282 144
PUBLIC 9600/730 optic AS1 58 8162 141
PUBLIC 10000/730 optic AS1 65 9094 140
PUBLIC 11300/730 optic AS1 78 10343 132

PUBLIC optic AS2

3000K w Im  Im/IW
PUBLIC 2800/730 optic AS2 18 2665 147
PUBLIC 3300/730 optic AS2 22 3146 144
PUBLIC 3800/730 optic AS2 26 3641 143
PUBLIC 4300/730 optic AS2 29 4081 139
PUBLIC 4800/730 optic AS2 33 4547 138
PUBLIC 5500/730 optic AS2 39 5171 134
PUBLIC 5700/730 optic AS2 35 5331 151
PUBLIC 6700/730 optic AS2 43 6292 147
PUBLIC 8600/730 optic AS2 51 7282 144
PUBLIC 7700/730 optic AS2 58 8162 141
PUBLIC 9600/730 optic AS2 65 9094 140
PUBLIC 10900/730 optic AS2 78 10343 132

ONIOFF | Zakladni provedeni vypnoutizapnout DALI| Digitalné stmivatelné provedeni

ZAKAZKOVE PROVEDENI

740,727 - RA70

na vyzadani Ize dodat provedeni s teplotou chromati¢nosti
4000K,2700K a s indexem barevného podani CRI 70+

kg
338
338
38
338
338
338
38
338
38
338
38
338

kg
38
38
38
38
38
38
38
38
38
38
38
38

kg
38
38
38
38
38
38
38
38
38
38
38
38

559
5569
559
5569
559
559
559
559
5569
559
569
559

559
559
559
569
559
569
559
559
559
559
559
559

559
559
559
569
559
569
559
569
559
569
559
559

mm  mm ONIOFF DALI
216 93 6001106 6001126
216 93 6002106 6002126
216 93 6003106 6003126
216 93 6004106 6004126
216 93 6005106 6005126
216 93 6006106 6006126
216 93 6007106 6007126
216 93 6008106 6008126
216 93 6009106 6009126
216 93 6010106 6010126
216 93 6011106 6011126
216 93 6012106 6012126
mm mm ONIOFF DALI
216 93 6001107 6001127
216 93 6002107 6002127
216 93 6003107 6003127
216 93 6004107 6004127
216 93 6005107 6005127
216 93 6006107 6006127
216 93 6007107 6007127
216 93 6008107 6008127
216 93 6009107 6009127
216 93 6010107 6010127
216 93 6011107 6011127
216 93 6012107 6012127
mm mm ONIOFF DALI
216 93 6001108 6001128
216 93 6002108 6002128
216 93 6003108 6003128
216 93 6004108 6004128
216 93 6005108 6005128
216 93 6006108 6006128
216 93 6007108 6007128
216 93 6008108 6008128
216 93 6009108 6009128
216 93 6010108 6010128
216 93 6011108 6011128
216 93 6012108 6012128

830,840 - RA80O

na vyzadani Ize dodat provedeni s teplotou chromati¢nosti
3000K,4000K a s indexem barevného podani CRI 80+




PRISLUSENSTVI

Nasténny vyloznik Redukce

z @60 na @76

N

RAL 7035S RAL 7035S




