SAURON

Zavésné kruhové LED svitidlo uréené do primyslu pro

vysoké stropy

Zakladna material: slitina hliniku PRUMYSL SKLADOVACiHALY DILNY GARAZE
Difuzor material: PC - polykarbonat SPORTOVISTE
Zivotnost LED: L90/B10 - 50 000 h
Distribuce svétla: prima
— 50000h
Elektro vybaveni: LED moduly SMD, LED E 750 - b ﬂ=
nestmivatelny napaje¢ ON/OFF ON/OFF DALI 10 IP65 |KO8
nebo stmivatelny napaje¢ DALI
, 4000K '
Trida ochrany IEC: I [ A ot
L G ccT CRI80+ Garance
Instalace: zavesna
Barva povrchu: @ cerna (RAL 9017) | A | C €
Teplota chromatiénosti: 4000K DIE
Teplota prostredi: Ta-30°C az +50°C
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SAURON optic 90°
primyslové svitidlo w Im ImIW kg mm mm ONIOFF
SAURON-R250 10500/840 optic 90 60 9650 161 16 250 165 8922255
SAURON-R250 14500/840 optic 90 80 13750 72 16 250 165 8924255
SAURON-R250 19500/840 optic 90 1 3v1 100 18500 185 16 250 165 8927255
SAURON-R260 18500/840 optic 90 90 17700 197 19 260 170 8958255
SAURON-R260 23500/840 optic 90 120 22800 190 19 260 170 8963255
SAURON-R260 285001840 optic 90 ELE 150 27750 185 19 260 170 8949255
SAURON-R300 24500/840 optic 90 120 23600 197 23 300 170 8964255
SAURON-R300 31500/840 optic 90 160 30900 193 23 300 170 8933255
SAURON-R300 37500/840 optic 90 ] 3v1 200 37000 185 23 300 170 8934255

ONIOFF | Zakladni provedeni vypnout/zapnout

DIP

DALI | Digitalné stmivatelné provedeni

220-240V

50-60Hz

DALI
8922265
8924265
8927265
8958265
8963265
8949265
8964265
8933265
8934265



MOZNOST NASTAVENI SVETELNEHO TOKU POMOCI DIPOVATELNEHO DRIVERU

SAURON-R250 19500/840 optic 90 SAURON-R260 28500/840 optic 90
Im w 3vi1 DIP Im w 3vi1 DIP
18500 100  SAURON-R250 19500/840 optic 90 3. 27750 150  SAURON-R260 28500/840 optic 90
13750 80 SAURON-R250 14500/840 optic 90 2. 22800 120 SAURON-R260 23500/840 optic 90
9650 60 SAURON-R250 10500/840 optic 90 1 17700 90 SAURON-R260 18500/840 optic 90

SAURON-R300 37500/840 optic 90

Im w 3vi DIP
37000 200 SAURON-R300 37500/840 optic 90 3.
30900 160 SAURON-R260 31500/840 optic 90 2.
23600 120 SAURON-R260 24500/840 optic 90

NASTAVENI SVETELNEHO TOKU POMOCI DIPOVATELNEHO DRIVERU
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POLOHA DIPOVACIHO PREPINACE




